313 [79.4]

+

18.75 [476.3]

+

+

1.50 [38.1] —

SEE SHEET #2 FOR

47.25 [1200.2]
50.25 [1276.4]

50.77 [1289.7]

PANEL DETAIL
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ACCESS PANELS TO
FUSES & TERMINALS

.56 [14.3] DIA. HOLE

4 PLACES ON BOTTOM
FLANGES FOR CUSTOMER
MOUNTING

‘L NAMEPLATE

LOUVER VENTS
BOTH SIDES

RAISE | LOWER

oLIMIT | LIMIT o
SWITCH| SWITCH

BLU RED BRN

R *CW ¢ *CCW -

MOTOR CIRCUIT

120V, 50/60 HZ
* ROTATION AS VIEWED
FROM MOTOR END

MOTOR SPEED: 60 SEC.

~— 26.25 [666.7] —
. 25.00 [635.0] —

I —

RECOMMENDED AREAS
FOR CONDUIT ENTRY

CONTROLS:
MICROTERMINAL: THE TERMINAL

" 034-8569

REVISIONS

ECN DATE APVD.

24295 | 7/7/00
REVISED & UPDATED

Go to VARIAC.com
to purchase and for

IS PROVIDED FOR LOCAL CONTROL

OF THE UNIT. "S” OPTION PROVIDED FOR PROCESS CONTROL SET Made

POINT. SEE USER'S HANDBOOK

(FORM #003—1622)

PROVIDED FOR DETAILED INFORMATION.

CONTROLLER ON/OFF SWITCH: THIS SWITCH TURNS OFF POWER
TO THE MICROPROCESSOR CONTROLLER ONLY.

MOTOR ON/OFF SWITCH: THIS SWITCH TURNS OFF POWER FROM

THE MICROPROCESSOR TO THE

AUTOTRANSFORMER MOTOR.

WIRE RANGES FOR CUSTOMER WIRING:

INPUT /OUTPUT/NEUTRAL TERMINALS: (2) (300MCM—#6 AWG)

COMPRESSION PER PHASE

GROUND TERMINAL: (1) (1/0—#14 AWG) COMPRESSION
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-
&
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: \
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5 80
e
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O
o 60
o
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= 40 —
2 |~
2 30 —
s 5 INPUT OUTPUT
L
© 10
e LT
0 40 80 120 160 200 240

20 60

OUTPUT VOLTAGE

100 140 180 220

x 100

INPUT VOLTAGE

FIGURE A

MAXIMUM OUTPUT CURRENT OF ANY
DUAL INPUT VOLTAGE OR VOLTAGE DOUBLER
UNIT OPERATED AT LOWER INPUT VOLTAGE.

# MAXIMUM OUTPUT CURRENT
25% ABOVE LINE VOLTAGE.

IN OUTPUT VOLTAGE RANGE FROM 0% TO

AT HIGHER OUTPUT VOLTAGES, OUTPUT

CURRENT MUST BE REDUCED ACCORDING TO RATING CURVE, SEE FIGURE A.

++ MAXIMUM KVA AT MAXIMUM OUTPUT AND CORRESPONDING DE—RATED

CURRENT.

FROM RATING CURVE, SEE FIGURE A.

V.D. = VOLTAGE DOUBLER.

technical support.

in the USA

MAXIMUM KVA AT LOWER OUTPUT VOLTAGES MAY BE CALCULATED

SPECIFICATIONS

INPUT OUTPUT TERMINAL
CONSTANT SHAFT CONNECTIONS
WIRING CURRENT ROTATION FOR INCREASING
VOLTS | HERTZ | VOLTS LOAD FOR VOLTAGE AS
VOLTAGE VIEWED FROM TOP
MAX. MAX. INCREASE
AMPS KVA INPUT | QuTPUT
450 50/60| 0-480 | 315 261 cwW 4—4—4 [ D-D-D
THREE 60 0-560 | 315 305 cw 2—2—2 |D-D-D
PHASE 7
WYE 240 | 60 | 0-560 3W5V*DW 391 430 T cw 5-5-5|D-D-D
o o waiesomer | v T SPEC T CONTROL DRAWING @mm
adtpe | UTO. VOLTAGE REGULATOR) Moy onyers co
A e TYPE: MVBOMBOZOE—27/YS DAYTON, OHIO U.S.A.
I [igmeten e deson Secsng heve wee rarees vy | TIMRAU | 3,/22/99
R R s [ ol T [ WEGHT AFPROX. | Cooe e 0. | DYE | ove. v
The foregoing does not apply to vendor propristary parts. | EnGINEER DATE SCALE o5 g o g O 54 . 8 5 6 9






