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NAMEPLATE

STEPPER DRIVE CONTROLLER

1/4—28 X .44 DEEP THREADS
(4) PLACES FOR MOUNTING

%" 0951807

REVISIONS

s ECN DATE APVD.

VARIABLE A 24028 | 8/18/99
o 1 TRANSFORMER CLARIFIED 5VDC NOTE
3 . Go to VARIAC.com
INPUT i é T to purchase and for
A0 uRC e e I technical support.
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REAR VIEW

WIRE PER DIAGRAM

SET POINT ADJUSTMENT:

THE OUTPUT SET POINT MAY BE ADJUSTED WITH THE REMOTE 1K POTENTIOMETER
PROVIDED OR WITH A 0-5 VDC SIGNAL TO THE J5 CONNECTOR ON THE STEPPER
DRIVE CONTROL. MAKE CONNECTIONS TO J3—2(+) & J3—3(—). A NOMINAL +5 VDC
SETPOINT SUPPLY IS AVAILABLE AT J3—1 (ADJUSTABLE AT TRIMPOT R22).

SPECIFICATIONS

INPUT OuUTPUT

CONSTANT | CONSTANT TERMINAL

CURRENT | IMPEDANCE
WIRING | VOLTS | HERTZ | VOLTS | LOAD LOAD CONNECTIONS

MAX. | MAX. | MAX. | MAX.

AMPS| KVA |AMPS| KVA | INPUT | OUTPUT

SINGLE

pLAcE | 240 | 60 |0-240| 5.0 [1.20| 7.0 [1.68| 1-4 | 4=3

s e ages w0 SPEC. CONTROL DRAWING @ |

o | STEPPER DRIVEN VARIABLE | MU SEr rooiets B
“5M% | TRANSFORMER MODEL SD1220| " oavion. omio usa.

DRAWN BY

DATE FIRST USED ON CUSTOMER APPROVAL
SA. SMITH |12/19/95

DO NOT DATE
SCALE DWG.

ion and design di
and is the property of STACO EN

SizE

o any a

except to the extent rights are expressly granted to others.

The foregoing does not apply to vendor proprieta arts. 09 6 " 807
ENGINEER DATE SCALE ,‘:,‘ EHEET" oF 1

e | CHECKER DATE WEIGHT APPROX. CODE IDENT. NO. DWG. | DWG. NO.
83008






